VSP | Viet Specialty Polymers WATER-BASED WOOD COATINGS

BANG DU LIEU AN TOAN HOA CHAT (MSDS) MATERIAL SAFETY DATA SHEET (MSDS)

V-STAIN W1600F

Ma tai liéu - Doc no.
He W1600F — son go gGC nudc nodi thie MSDS-W1600F-V-STAIN
W1600F — interior water-based wood system Phién ban - Rev. 1.0 - 10/2026

1- NHAN DANG SAN PHAM VA NHA CUNG CAP Identification

1.1 Nhéan dang 1.1 Identification

Dang san phdm Hén hop

Product form Mixture

Tén thuong mai V-STAIN W1600F
Trade name

Hé san pham Hé W1600F
Product system W1600F system

1.2 Khuyén nghi va han ché€ sit dung 1.2 Recommended use and restrictions on use

Cong dung L6p pht g6 géc nuée — son 16t mau (chat tao mang)
Use of the mixture Water-based wood coating — stain (binding agent)

Han ché sit dung Khong c6 han ché cu thé dugc xac dinh

Uses advised against No specific uses advised against are identified

1.3 Nha cung cdp 1.3 Supplier

Tén cong ty VIET SPECIALTY POLYMERS (VSP)

Company

Van phong L17-11, Tang 17, Vincom Center, 72 L& Thanh Ton, Phudng Sai Gon, TP. H6 Chi
Office Minh, Viét Nam

L17-11, 17th floor, Vincom Center, 72 Le Thanh Ton St., Sai Gon Ward, Ho Chi Minh City, Vietnam

Nha may & Lab L0 A10, Khu Cong nghiép Nhon Trach 3, Nhon Trach, Dong Nai, Viét Nam
Plant & Lab Lot A10, Nhon Trach 3 Industrial Park, Nhon Trach, Dong Nai, Vietnam

Mai s6 thué 0319154519

Tax code

Email - Website support@vietspecialtypolymers.vn - www.vietspecialtypolymers.vn

1.4 S6 dién thoai lién hé khan cadp 1.4 Emergency telephone number

Dién thoai 083 777 2978 — bd phén ho trg ky thuit VSP
Telephone 083 777 2978 — VSP technical support

2 - NHAN DANG NGUY HAI Hazard(s) identification

2.1 Phan loai chat hodc hdn hgp 2.1 Classification of the substance or mixture

Phén loai GHS Khong phan loai nguy hai theo GHS

GHS classification Not classified as hazardous under GHS

Nguy hai strc khoe Khéng phan loai

Health hazards Not classified

Nguy hai vat 1y Khong phén loai — hé nudc, khong bét lia
Physical hazards Not classified — waterborne, non-flammable

Nguy hai méi trudng Khéng phan loai

Environmental hazards Not classified
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2.2 Yéu té nhian GHS 2.2 GHS label elements

Hinh d6 canh bao Khong yéu cau

Hazard pictograms None required

Tit canh bao Khong yéu cau

Signal word None required

Cau c&nh bao nguy hai Khong yéu cau

Hazard statements None required

Cau phong ngua Khong bét budc — ap dung thuc hanh vé sinh cong nghiép t6t (xem muc 7 va 8)
Precautionary statements Not required — follow good industrial hygiene practice (see sections 7 and 8)

2.3 Nguy hai khac khong dan téi phan loai 2.3 Other hazards which do not result in classification

Nguy hai khac Khéng phén loai la PBT hoac vPvB
Other hazards Not classified as PBT or vPvB

2.4 Poc tinh cdp chua bi€t (GHS US) 2.4 Unknown acute toxicity (GHS US)

Doc tinh cdp chua biét Khong ap dung
Unknown acute toxicity Not applicable

3 - THANH PHAN / THONG TIN VE CAC THANH PHAN Composition / information on ingredients

3.1 Chat 3.1 Substances

Chit Khong ap dung — san phadm la hén hop

Substances Not applicable — the product is a mixture

3.2 Hén hop 3.2 Mixtures

THANH PHAN — CHUC NANG CAS NO. % W/W PHAN LOAI GHS (CHA'T TINH
Component — function KHIET)
GHS US classification (pure substance)

Nhya PUA phén tan (PolyUrethane Acrylic) —  Ddc quyén / Proprietary 40-50% -
chat tao mang
PUA dispersion — binder

Nuée 7732-18-5 Can bing / Balance —

Water

Dipropylene glycol monomethyl ether — trg ~ 34590-94-8 2-4% Flam. Liq. 4, H227 - Skin Irrit. 2,
tao mang H315 - Eye Irrit. 2A, H319 - Repr. 2,
Coalescent H361- STOT SE 3, H336

Nhii tuong sap PE — chéng tray, chéng dinh ~ 9002-88-4 1-3% -

PE wax emulsion — scratch & block resistance

Chat tham uét polyether siloxane bdc quyén / Proprietary 0.2-0.5% -

Wetting agent

Chat pha bot bdc quyén / Proprietary 0.2-0.5% -

Defoamer

Chit lam dic PU lién hgp Doc quyén / Proprietary 0.3-1.0% -

Associative PU thickener

Dimethylethanolamine — chat trung hoa 108-01-0 0.1-0.3% Flam. Liq. 2, H225 - Acute Tox. 4
Neutralizer (Oral), H302 - Acute Tox. 3

(Dermal), H311 - Acute Tox. 3
(Inhalation), H331 - Acute Tox. 4
(Inhalation: dust, mist), H332 - Skin
Corr. 1A, H314 - STOT SE 3, H335

BIT - CMIT/MIT — chét béo quan 2634-33-5-55965-84-9 < 0.1% -

In-can biocide

Phén loai & ¢t cudi 1a ctia chdt tinh khiét; phan loai ctia hdn hgp xem muc 2. "—": khéng c6 phén loai trong dit liéu hién c6. Toan van cau H: xem
muc 16.
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The last column classifies the pure substance; for the mixture classification see section 2. "—": no classification in available data. Full text of H-statements: see section
16.

4 - BIEN PHAP SO CUU First-aid measures

4.1 Mo ta bién phap so ctru 4.1 Description of first-aid measures

Chung Khong cho ngudi bat tinh uéng bat cir thi gi. Néu bi phoi nhiém hoéc lo ngai: hoi
General y kién 'y té.

Never give anything by mouth to an unconscious person. If exposed or concerned: get medical
advice/attention.

Sau khi hit phai bua nan nhan ra noi thoang khi va dé nghi ngoi.

After inhalation Allow the victim to breathe fresh air and to rest.

Sau khi tiép xtic da Rita bing nhiéu nudc va xa phong. Gidt quan ao nhiém ban trugc khi dung lai.
After skin contact Néu kich tng hoac phat ban: hoi y kién y té.

Wash with plenty of soap and water. Wash contaminated clothing before reuse. If irritation or rash
occurs: get medical advice/attention.

Sau khi tiép xtic mit Rita cdn than bang nudc sach it nhat 15 phut. Thao kinh ap trong néu cé va dé
After eye contact lam. Tiép tuc rira. Néu kich tng kéo dai: hoi y kién y té.

Rinse cautiously with clean water for at least 15 minutes. Remove contact lenses, if present and easy
to do. Continue rinsing. If eye irritation persists: get medical advice/attention.

Sau khi nuét phai Stc miéng. KHONG gay non. Goi cap ciru y té.
After ingestion Rinse mouth. Do NOT induce vomiting. Obtain emergency medical attention.

4.2 Triéu chitng va anh huéng quan trong nhat (cdp tinh va mudn) 4.2 Most important symptoms and effects (acute and delayed)

Chung Theo di liéu hién c6, khong dap Ung tiéu chi phan loai.
General Based on available data, the classification criteria are not met.

4.3 Cham séc y t€ khin cdp va diéu tri dic biét 4.3 Immediate medical attention and special treatment

Ghi cha Khéng cé thong tin bd sung.
Note No additional information available.

5 BIEN PHAP CHUA CHAY Fire-fighting measures

5.1 Phuong tién chita chay phu hgp va khong phu hgp 5.1 Suitable (and unsuitable) extinguishing media

Phu hop Bot, bt kho, CO2, phun suong nudc, cat. Sdn phdm géc nude, khong bat Ita.
Suitable Foam. Dry powder. Carbon dioxide. Water spray. Sand. The product is waterborne and non-flammable.
Khong phu hgp Khong dung tia nuéc manh.

Unsuitable Do not use a heavy water stream.

5.2 Nguy hai dic biét phat sinh tir héa chdt 5.2 Specific hazards arising from the chemical

Kha nang phan tng Khong c6 di liéu tin cay.
Reactivity No reliable data available.

5.3 Trang bi bao ho va luu ¥ cho ngudi chira chay 5.3 Special protective equipment and precautions for fire-fighters

Huéng dan chita chay Phun nuéc dang suong dé lam mat thung chita bi phoi nhiém. Than trong khi

Fire-fighting instructions chira bat ky dam chay hoa chit nao. Ngan nuéce chita chay thoat ra moi trudng.
Use water spray or fog for cooling exposed containers. Exercise caution when fighting any chemical
fire. Prevent fire-fighting water from entering the environment.

Bao ho khi chita chay Khéng vao khu vuc chay khi khéng cé trang bi bédo hé pht hgp, ké cé bao vé hd
Protection during fire-fighting hﬁp,

Do not enter the fire area without proper protective equipment, including respiratory protection.

6 - BIEN PHAP XU LY SU CcO TRAN PO Accidental release measures

6.1 Bién phap phong ngira ca nhan, trang bi bdo ho va quy trinh khén cdp 6.1 Personal precautions, protective equipment and emergency
procedures

Nhén vién khong phaéi ting citu So tan ngudi khong can thiét.
Non-emergency personnel Evacuate unnecessary personnel.
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Nhan vién tng ctu Trang bi bao ho phu hgp cho d6i lam sach. Thong gié khu vuc.
Emergency responders Equip the clean-up crew with proper protection. Ventilate the area.
6.2 Bién phap bao vé méi truong 6.2 Environmental precautions

Mobi truong Ngan san phdm di vao c6ng ranh va ngudn nuéc cong cong. Thong bao co quan
Environment chttc nang néu chat long di vao cong hodc nguén nude.
Prevent entry to sewers and public waters. Notify authorities if liquid enters sewers or public waters.

6.3 Phuong phap va vit liéu ngan chan, lam sach 6.3 Methods and material for containment and cleaning up

Lam sach Tham ngay bang vat liéu tro nhu cat, dat, dit sét hoac diatomit; khdng xa truc
Cleaning up ti€p ra cong. Thu gom phan tran va dé riéng véi vat liéu khac.
Soak up spills as soon as possible with inert solids such as sand, earth, clay or diatomaceous earth; do
not flush to drains. Collect spillage and store away from other materials.

6.4 Tham chiéu muc khac 6.4 Reference to other sections

Tham chiéu Xem muc 8 — Kiém soat phoi nhiém va bao h ca nhan.
Reference See section 8 — Exposure controls and personal protection.

7 - THAO TAC VA BAO QUAN Handling and storage

7.1 Bién phap thao tac an toan 7.1 Precautions for safe handling

Khi gia cong Yéu cau noi lam viéc thdng gio tot.

When processed Good ventilation of the workplace required.

Thao tac an toan Rira tay va vung da tiép xtc bing xa phong nhe va nuée truée khi an, udng, hut
Safe handling thudc va khi roi noi lam viéc. Thong gio6 tot khu vuc gia cdng dé tranh hinh thanh

hoi. Poc va hiéu moi bién phap an toan trudc khi thao tac.
Wash hands and other exposed areas with mild soap and water before eating, drinking or smoking and

when leaving work. Provide good ventilation in the process area to prevent formation of vapour. Do not
handle until all safety precautions have been read and understood.

Nhiét d6 thao tac 10-30 °C
Handling temperature
Vé sinh Khong an, uéng, htt thudc khi st dung san pham. Rita tay, cing tay va mat ky sau
Hygiene measures khi thao tac.
Do not eat, drink or smoke when using this product. Wash hands, forearms and face thoroughly after
handling.

7.2 Diéu kién bao quén an toan, ké ca chidt khong tuong thich 7.2 Conditions for safe storage, including any incompatibilities

Diéu kién bio quan Thuing kin, kho réo, tranh néng; khong dé dong da. Day kin khi khong st dung.
Storage conditions Sealed, dry, out of direct sun; protect against frost. Keep container closed when not in use.
Nhiét d6 bao quan 5-40 °C

Storage temperature

Thai han bao quén toi da 12 thang ké tir ngay san xudt

Maximum storage period 12 months from the production date

San pham khéng tuong thich Bazo manh, axit manh.

Incompatible products Strong bases. Strong acids.

Vit liéu khong tuong thich Nguon gay chay.

Incompatible materials Sources of ignition.

Luu kho chung bé riéng v6i axit manh va bazo manh.

Mixed storage Keep away from (strong) acids and (strong) bases.

8 - KIEM SOAT PHOI NHIEM / BAO HC) CA NHAN Exposure controls / personal protection

8.1 Thong s6 kiém soat 8.1 Control parameters

Dimethylethanolamine (108-01-0) ACGIH TWA 0.5 ppm - ACGIH STEL 1 ppm - OSHA PEL (TWA) 100 mg/m? - 25 ppm
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Ghi chi ACGIH
ACGIH remark

Dipropylene glycol monomethyl ether
(34590-94-8)

MSDS

Kich ting duong hd hap trén; suy gidm thi luc; hdp thu qua da; A4 — khong phan

loai dugc la chit gay ung thu cho nguoi.

URT irritation; visual impairment; skin; A4 — not classifiable as a human carcinogen.

Khoéng ap dung
Not applicable

8.2 Bién phap ky thuat phu hgp 8.2 Appropriate engineering controls

Théng gié

Ventilation

Thoéng gi6 tét noi lam viéc.
Good general ventilation of the workplace.

8.3 Bién phap bao vé ca nhan / trang bi bao h¢ 8.3 Individual protection measures / PPE

Chung

General

Bao vé tay

Hand protection

Bao vé mit

Eye protection

Bao vé da va co thé
Skin and body protection
Bao vé ho hip
Respiratory protection
Khac

Other

Tranh moi phoi nhiém khong can thiét.
Avoid all unnecessary exposure.

Gang tay nitrile.
Nitrile protective gloves.

Kinh chéng bdn hoa chit hoic kinh bao ho.

Chemical splash goggles or safety glasses.

Mac quan 4o bao ho phu hop.

Wear suitable protective clothing.

Deo khiu trang phtt hgp khi phun.

Wear an appropriate mask when spraying.

Khéng an, uéng, htt thudc khi st dung.
Do not eat, drink or smoke during use.

9 - TINH CHAT VAT LY VA HOA HOC

Physical and chemical properties

9.1 Tinh chat 1y héa co ban 9.1 Basic physical and chemical properties

Trang thai vat 1y
Physical state

Ngoai quan - mau
Appearance - color
Mui

Odor

Ngudng mui

Odor threshold

pH

DPiém nong chay - dong dic
Melting - freezing point

Piém s6i

Boiling point

DPiém chdp chay

Flash point

Téc dd bay hoi tuong d6i (butyl acetate
= 1)

Relative evaporation rate (butyl acetate = 1)
Tinh dé chay

Flammability

Ap suat hoi

Vapor pressure

Ty trong hoi tuong d6i 20 °C
Relative vapor density at 20 °C

Léng
Liquid

Long, theo mau pha
Liquid, tinted as supplied

Mui nhe, dic trung
Mild, characteristic

Khong c6 dir liéu
No data available

8.5-9.5

0°C

100 °C

>100 °C — khong bit ltra (hé nudc)

> 100 °C — non-flammable (waterborne)
Khong c6 dir liéu

No data available

Khong bét lira
Non-flammable

2.3 kPa

Khong c6 di liéu
No data available
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Khéi lugng riéng
Specific gravity / density

Do tan
Solubility

Log Pow

Nhiét dd ty boc chay
Auto-ignition temperature

Nhiét d6 phan hiy

Decomposition temperature

P06 nhét (Brookfield, 25 °C)
Viscosity (Brookfield, 25 °C)

Gi6i han né - tinh nd - tinh oxy hoa
Explosion limits - explosive - oxidizing properties

9.2 Thong tin khac 9.2 Other information

Ham lugng ran
Percent solids

voC

1.0-11g/cm?®

Hoa tan hoan toan trong nuéc
Miscible with water

Khong c6 dir liéu
No data available

Khong c6 dix liéu
No data available

Khong c6 dit liéu
No data available

<100 mPa-s

Khong c6 dir liéu
No data available

20-22%

25-200 g/L

MSDS

10 - PO ON PINH VA KHA NANG PHAN UNG Stability and reactivity

10.1 Kha nang phan tng
10.1 Reactivity

10.2 P6 6n dinh héa hoc
10.2 Chemical stability

10.3 Kha nang xay ra phan tng nguy
hiém
10.3 Possibility of hazardous reactions

10.4 Piéu kién can tranh
10.4 Conditions to avoid

10.5 Vat liéu khéng tuong thich

10.5 Incompatible materials

10.6 San pham phén hily nguy hiém

10.6 Hazardous decomposition products

Khong c6 dix liéu tin cay.
No reliable data available.

On dinh & diéu kién binh thudng.
Stable under normal conditions.

Chua dugce xac lap.
Not established.

Nhiét do qué cao hodc qua thip; dong da.

Extremely high or low temperatures; frost.

Axit manh, bazo manh.
Strong acids. Strong bases.

Khéng cé thong tin bé sung.
No additional information.

11 - THONG TIN DOC TINH Toxicological information

11.1 Hén hgp 11.1 The mixture

Poc tinh cap
Acute toxicity

An mon / kich ng da

Skin corrosion/irritation

Tén thuong / kich ing mit nghiém
trong

Serious eye damage/irritation

Man cdm ho hap hoac da
Respiratory or skin sensitization
Pot bién té€ bao mam
Germ cell mutagenicity

Gay ung thu

Carcinogenicity

Khong phan loai

Not classified

Khong phan loai (pH 8.5-9.5)
Not classified (pH 8.5-9.5)

Khoéng phan loai

Not classified

Khéng phan loai

Not classified

Khong phan loai

Not classified

Khong phan loai

Not classified
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Poc tinh sinh san Khong phan loai
Reproductive toxicity Not classified
Doc tinh co quan dich — phoi nhiém Khoéng phan loai
don Not classified

STOT — single exposure

DPoc tinh co quan dich — phoi nhiém lap  Khong phén loai
lai Not classified
STOT — repeated exposure

Nguy hai hé hap (hit sic) Khong phén loai

Aspiration hazard Not classified

11.2 Dit liéu thanh phan — Dimethylethanolamine (108-01-0) 11.2 Ingredient data — Dimethylethanolamine (108-01-0)

LD50 miéng, chudt 1,182.7 mg /kg thé trong (tuong duong OECD 401)

LD50 oral rat 1,182.7 mg/kg body weight (equivalent or similar to OECD 401)

LD50 da, thd >1000 mg/kg thé trong (tuong duong OECD 402)

LD50 dermal rabbit > 1000 mg/kg body weight (equivalent or similar to OECD 402)

LC50 ho hap, chudt 6 mg/1 (hoi, 4 gio)

LC50 inhalation rat 6 mg/I (vapours, 4 h)

ATE US Miéng 730 mg/kg - da 580 mg/kg - khi 700 ppmV/4h - hoi 3 mg/1/4h - bui, suong
0.5 mg/1/4h

Oral 730 mg/kg - dermal 580 mg/kg - gases 700 ppmV/4h - vapours 3 mg/I/4h - dust, mist 0.5 mg/l/4h

11.3 Dit liéu thanh phan — Dipropylene glycol monomethyl ether (34590-94-8) 11.3 Ingredient data — Dipropylene glycol monomethy!
ether (34590-94-8)

LD50 miéng, chudt > 5000 mg/kg

LD50 oral rat

ATE US (miéng) 9510 mg/kg thé trong
ATE US (oral) 9510 mg/kg body weight

12 - THONG TIN SINH THAI Ecological information

12.1 Boc tinh 12.1 Toxicity

DMEA — tao (ErC50) 8 mg/1 (OECD 201, 72 gio)
DMEA — algae (ErC50) 8 mg/I (OECD 201, 72 h)
DPM — ca (LC50) >1000 mg/1 (96 gio)
DPM — fish (LC50) > 1000 mg/I (96 h)
DPM — Daphnia (EC50) >969 mg/1 (48 gio)
> 969 mg/! (48 h)
DPM — tao (EC50) >1000 mg/1 (DIN 38412-9, 72 gio)
DPM — algae (EC50) > 1000 mg/I (DIN 38412-9, 72 h)

12.2 Tinh bén vitng va kha ning phan hily 12.2 Persistence and degradability

DMEA Phan hily sinh hoc nhanh trong nuéc - BOD < 0.001 g O2/g - COD 1.02 g O2 /g
Readily biodegradable in water - BOD < 0.001 g O,/g - COD 1.02 g O,/g

DPM Phén htiy sinh hoc nhanh trong nudc va trong dét; linh dong cao trong dit; quang
phan trong khong khi - BOD 2.05 g O2/g - COD 1.56 g O2 /g

Readily and inherently biodegradable; biodegradable in soil; highly mobile in soil; photodegradation in
air - BOD 2.05 g O,/g - COD 1.56 g O,/g

12.3 Kha nang tich liiy sinh hoc 12.3 Bioaccumulative potential

DMEA BCF ca < 0.5 - Log Pow 1.45 — kha néang tich lay sinh hoc thap (BCF < 500)
BCF fish < 0.5 - Log Pow 1.45 — low potential for bioaccumulation (BCF < 500)

12.4 P§ linh ddng trong @4t 12.4 Mobility in soil
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DMEA Stic cang bé mit 0.021 N/m (20 °C) - Log Koc 2.56 — kha nang hap phu vao dat
thap
Surface tension 0.021 N/m (20 °C) - Log Koc 2.56 — low potential for adsorption in soil

12.5 Tac dong bat 1gi khac 12.5 Other adverse effects

Khac Tranh thai ra moéi truong.
Other Avoid release to the environment.

13 - THONG TIN VE THAI BO Disposal considerations

San pham / bao bi Thai bo an toan theo quy dinh dia phuong va qudc gia; dua sdn phdm va bao bi tsi
Product / packaging diém thu gom chét thai nguy hai hodc dic biét.
Dispose in a safe manner in accordance with local/national regulations; dispose of contents/container
to a hazardous or special waste collection point.

Sinh thai — chit thai Tranh théi ra méi trudng.
Ecology — waste materials Avoid release to the environment.

14 - THONG TIN VAN CHUYEN Transport information

Puong bo (DOT) Theo quy dinh DOT

Road (DOT) In accordance with DOT

DPuong bién (IMDG) Khong c6 thong tin b sung
Sea (IMDG) No supplementary information available
Hang khong (IATA) Khong c6 thong tin b sung

Air (IATA) No supplementary information available
Thong tin khac Khong c6 thong tin bd sung
Other information No supplementary information available

15 - THONG TIN PHAP QUY Regulatory information

15.1 Quy dinh lién bang Hoa Ky 15.1 US federal regulations

TSCA Moi thanh phan déu c6 tén hodc dugc mién trong danh muc TSCA ctia EPA Hoa
Ky.
All components are listed, or excluded from listing, on the US EPA TSCA inventory.
SARA muc 313 (40 CFR 372) Dipropylene glycol monomethyl ether (34590-94-8); Dimethylethanolamine (108-
SARA Section 313 (40 CFR 372) 01-0) — ham lugng xem muc 3.

Dipropylene glycol monomethyl ether (34590-94-8); Dimethylethanolamine (108-01-0) —
concentrations: see section 3.

EPA HAPs Dimethylethanolamine va dipropylene glycol monomethyl ether c6 tén trong
danh muc chat 6 nhiém khong khi nguy hai (HAPs).

Dimethylethanolamine and dipropylene glycol monomethyl ether are listed as EPA Hazardous Air
Pollutants (HAPs).

CERCLA RQ 5000 Ib

15.2 Quy dinh quéc t€ 15.2 International regulations

Canada Dimethylethanolamine va dipropylene glycol monomethyl ether c6 tén trong
danh muc DSL.
Dimethylethanolamine and dipropylene glycol monomethyl ether are listed on the Canadian DSL.

EU Khong c6 thong tin bd sung.
No additional information available.

15.3 Quy dinh bang Hoa Ky — California Proposition 65 15.3 US state regulations — California Proposition 65

Danh muc gay ung thu Khong
Carcinogens list No
Doc tinh phat trién Co
Developmental toxicity Yes
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Doc tinh sinh san — nir - nam

Reproductive toxicity — female - male

MSDS

Khong - Khong
No - No

16 - THONG TIN KHAC Other information

Toan vidn cau H ctia thanh phan (muc 3) Full text of ingredient H-statements (section 3)

H225

H227

H302

H311

H314

H315

H319

H331

H332

H335

H336

H361

Thong tin tai liéu Document information

binh dang

Format

Ma tai liéu - phién ban
Doc no. - revision

Viét tit

Abbreviations

Chat 16ng va hoi rdt dé chay
Highly flammable liquid and vapour

Chat 16ng dé bat lta
Combustible liquid

C6 hai néu nudt phai
Harmful if swallowed

boc khi ti€p xtc v6i da
Toxic in contact with skin

Gay bong da ning va tén thuong mat
Causes severe skin burns and eye damage

Gay kich tng da

Causes skin irritation

Géy kich tng mit nghiém trong
Causes serious eye irritation

boc néu hit phai
Toxic if inhaled

C6 hai néu hit phai
Harmful if inhaled

Co thé gay kich ting dudng hd hap

May cause respiratory irritation

Co thé gay budn ngti hoac chong mit
May cause drowsiness or dizziness

Nghi ngd gay hai kha nang sinh san hoac thai nhi
Suspected of damaging fertility or the unborn child

SDS theo GHS (US HazCom 2012), song ngix Viét-Anh
SDS per GHS (US HazCom 2012), Vietnamese—English
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ACGIH: Hoi nghi vé sinh cong nghiép Hoa Ky - TWA: trung binh 8 gi¢ - STEL: gisi
han 15 phut - PEL: giéi han phoi nhiém cho phép - ATE: u6c tinh doc tinh cép -
PBT/vPvB: bén, tich lay sinh hoc, doc - VOC: hgp chét hitu co bay hoi

ACGIH: American Conference of Governmental Industrial Hygienists - TWA: time-weighted average -

STEL: short-term exposure limit - PEL: permissible exposure limit - ATE: acute toxicity estimate -
PBT/vPVB: persistent, bioaccumulative, toxic - VOC: volatile organic compounds

Thong tin nay dua trén hiéu biét hién tai ctia chting toi va nhdm mo ta san phdm cho muc dich stic khde, an toan va méi trudng; khong duge hiéu 1a
bao dam bat ky tinh chdt cu thé nao ctia sdn pham.

This information is based on our current knowledge and is intended to describe the product for the purposes of health, safety and environmental requirements only. It
should not therefore be construed as guaranteeing any specific property of the product.

Viet Specialty Polymers (VSP)

Van phong: L17-11, Tang 17, Vincom Center, 72 L& Thanh Tén, Phuong Sai Gon,

TP. H6 Chi Minh

Hb trg ky thuat Technical support
083 777 2978 - support@vietspecialtypolymers.vn
vietspecialtypolymers.vn

Nha may & Lab: L6 A10, KCN Nhon Trach 3, Nhon Trach, Bong Nai
Office: L17-11, Vincom Center, 72 Le Thanh Ton St., Ho Chi Minh City - Plant & Lab: Lot

A10, Nhon Trach 3 IP, Dong Nai
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